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Dyna-Flo’s Feed Through Electrical Connection is newly certified as an explosion proof
conduit seal, a secondary explosive fluid process seal and also as a gas-tight fitting.
This Electrical Fitting is designed to stop pressurized liquids and/or gases from passing
through electrical wire strands and wire casing should a primary seal fail upstream.

Available MNPT Connection Sizes
1/2" x 1/2"
Pressure Rating

1500 psi (Maximum Working Pressure)

Classification

Class I, Div. 1 (Groups B, C & D)
Explosion Proof

FEATURES:

e 24 Volt D.C. - 120 Volt A.C.

Wire leads are 2’ x 2’ standard

Serial number traceable

2 or 4 wire design

Available with 14 - 22 gauge wire

Wire grade is rated to 600 Volt safety factor
Certification to CSA standards:

CSA 22.2 NO. 30-03

CSA 22.2 NO. 14-90 M
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CONTACT DYNA-FLO

Canadlan and U.S. Sales Offices

)

1911 - 66 Avenue
Edmonton, Alberta, Canada
T6P 1M5

www.dynaflo.com

Dyna-Flo Control Valve Services LTD - Edmonton, AB

Phone: (780) 469-4000
General Fax: (780) 469-3149
Sales Fax: (780) 469-4035
Toll Free: 1-866-396-2356

Calgary, Alberta, Canada
T2P OR9

#225, 404 - 6th Avenue SW,

Dyna-Flo Control Valve Services LTD - Calgary, AB

Phone: (403) 861-5935
General Fax: (403) 269-2287
Toll Free: 1-866-396-2356

www.dynaflo.com

2007A Preston Avenue
Pasadena, Texas, U.S.A.
77503

Dyna-Flo Inc. - Pasadena, TX

Phone: (713) 477-7466
General Fax: (713) 477-7467
Toll Free: 1-866-396-2356

www.dynaflo.com
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8 www.dynaflo.com

Dyna-Flo Control Valve Services LTD.

All rights reserved.
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